
TECHNICAL SPECIFICATIONS

Power: 
   230V AC 50Hz (EU)
Max switching capacity: 
   3.000W (Continuous) 
   3.680W (Temporary) resistive load
Self consumption < 1W
Radio: EnOcean® Protocol 
EEP: D2-01-0A 
Frequency: 868.4 MHz
Range: 30M Indoor
Power outage detection and 
notification (compatible gateway 
needed)
Dimension: 104*51*36mm

Switch ON my Electrical Heater remotely

Start my coffee machine, just when I’m waking upDirectly being notified when my freezer is down because of a power outage

 SMART PLUG 

Switch ON/OFF my bed lamp 

CERTIFICATIONS AND 
STANDARDS - EUROPE

EN61058-1 :2002+A2 :2008
NF C 61-314 :2008+A1 :2010 
(Type E)
DIN VDE 0620 -1: 2013 (Schuko)
DIN VDE 0620 -2-1: 2013 (Schuko)
EN301489-1 V1.9.2
EN301489-3 V1.6.1
EN300220-2 V2.4.1 

Automatically Switch OFF kids gaming systems. 
It’s time to go to bed

PRODUCT REFERENCE

Version Type E (French standard) - ASP-2-1-00 - EAN: 3700313920008 

Version Schuko (German standard) - ASP-2-1-10 - EAN: 3700313920015


